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Properties:

Composition:

Specification:

Instructions & dosage:

Storage:

Packaging:

Bodo® Algefjerner
Surface Disinfection

Used for professional control of Algae on tile/concrete
roofs, wood, tiles, and masonry.

Contains didecyldimethylammonium chloride (CAS No.
7173-51-5) 9.1% wi/w (91g/L at 20°C), contains
isopropanol (CAS No. 67-63-0) 3.64% w/w (36.4g/L at
20°C).

pH: 6-9. Density: 0.98g/cm3. Product type: liquid
concentrate.

The product is applied with a low-pressure washer (<
10bar), sprayer, brush, or broom. Ensure that the entire
surface is saturated, and treat the entire area
simultaneously. Consider the direction of the wind and
ensure that any residues are properly directed away. The
product should not be rinsed off after application.

The deposits will gradually disappear due to the product's
effectiveness and climatic conditions. When the surface
appears dry, any subsequent treatment can be started.
The treatment is carried out 1-2 times a year or as
needed. 1L of ready-to-use solution (diluted product)
corresponds to treating approximately 10-20m2.

25KG drum Usage solution:1.37 L product + 23.63 L
water.

200KG drum Usage solution: 11 L product + 189 L water.
1000KG IBC Usage solution: 55 L product + 945 L water.
Keep tightly closed in a dry and cool place.

The product has a shelf life of 24 months.

Can 23kg, Drum 198kg and IBC 945kg.



Notes:
This information and data are believed to be accurate and reliable. The information and recommendations

set forth herein are presented in good faith and believed to be correct as of this date. Bodotex makes no
representations as to the completeness or accuracy hereof. We reserve the right to modify characteristics
with the aim of improving the product and adapting it to the requirements of the market.
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