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• Sharp Faced Characters

• Positive readable impression

• Provides the perfect answer for all batch and general purpose marking

• Designed for multi character marking using hand or machine holders

Metric Imperial Metric Imperial Metric Imperial Metric Imperial

1.00mm .040" 15.87mm 5/8" 3.20mm 1/8" 1.60mm 1/16"

1.50mm 1/16" 15.87mm 5/8" 3.20mm 1/8" 1.60mm 1/16"

2.00mm 5/64" 19.05mm 3/4" 6.40mm 1/4" 2.00mm 5/64"

2.50mm 3/32" 19.05mm 3/4" 6.40mm 1/4" 2.50mm 3/32"

3.00mm 1/8" 19.05mm 3/4" 6.40mm 1/4" 3.20mm 1/8"

4.00mm 5/32" 19.05mm 3/4" 8.00mm 5/16" 4.00mm 5/32"

5.00mm 3/16" 19.05mm 3/4" 8.00mm 5/16" 4.80mm 3/16"

6.00mm 1/4" 19.05mm 3/4" 9.50mm 3/8" 6.40mm 1/4"

10.00mm 3/8" 25.40mm 1" 16.00mm 5/8" 9.50mm 3/8"

(C)  Length (B)  North/South (A)  East/West
(H)  CHARACTER SIZE

The simple solution for multi-character marking

Available in singles, Sets of Letters A-Z, Figures 0-9 and full composition Fount 

Sets in the following sizes:

Pryor Type code TP
BLANK SIZE

The character appears in reverse to 

indent a positive readable impression

Visual of Standard Character

always take the character size 

measurement from the "crown" 

of the character

SHARP FACED IMPRESSION

Edward Pryor & Son Ltd.  Egerton Street  Sheffield  England

Tel: (+44) 114 276 6044    Fax : (+44) 114 276 6890

email : enquiries@pryormarking.com    website : www.pryormarking.com

ABCD
PRYOR TYPE is manufactured to quality system ISO 9001:2000

Hardened to 59-63 R.C. to give optimum life and safety in use.

Nickel plated finish - resists rust and gives a good appearance.

Precision ground blanks of Sheffield alloy steel

Composition of Sets
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