
Application 

Electrical

Nominal Capacity
Energy
Internal Resistance
Cycle Life
Months Self Discharge

12.8V
24Ah
307.2Wh
≤45mΩ

>2000 cycles @1C 100%DOD
<3%
100% @0.5C
96~99% @1C

Continuous Current

Charge Temperature

Max. Pulse Current

Discharge Temperature

Characteristics

Mechanical

Standard Charge

Standard Discharge

Environmental

25A
35A(<3s)  

0 ℃ to 45 ℃ (32F to 113F) @60±25% Relative Humidity
-20 ℃ to 60 ℃ (-4F to 140F) @60±25% Relative Humidity

10V

0 ℃ to 40 ℃ (32F to 104F) @60±25% Relative Humidity
 IP56

1

14.4±0.1V  
0.2C to 14.4V, then 14.4V,charge current to 0.02C (CC/CV)
4 A
5   A 
14.6V±0.1V   

Lithium Iron Phosphate (LiFePO4) Battery
YS12.8-24 (12.8V, 24AH)

32650   6Ah   4S4P
ABS
168*128*103mm (6.61"*5.04"*4.06")
2.90kg (6.399lbs)
Lotus plug(charge)   T-Anderson connecters(discharge)

Physical Dimension 

T bar
Unit:mm

103

168

128

Cell & Method
Plastic Case
Dimensions (mm./in.)
Weight (kg./lbs.)
Terminal
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Cycle Life Curve 
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Charging Characteristics @0.5C 25℃

   Voltage
   Charging Current
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Different Temperature Self Discharge Curve 

Charging Characteristics State of Charge Curve 

 Self Discharge Characteristics Curve 

0 84 10 12

10℃

25℃

30℃

40℃

50℃

60

70

80

90

100

1000

 R
em

ai
ni

ng
 C

ap
ac

ity
 (%

)

Number of Cycles

Different DOD Discharge Cycle Life Curve @1C 
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State of Charge Curve @0.5C 25℃
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St
at

e 
of

 C
ha

rg
e

150120
0

10

20
30
40
50
60
70

80
90
100

Characteristics Curve 

 V
ol

ta
ge

 (V
)

0 40min 60min 5h 10h

Discharge Time

Different Rate Discharge Curve @25℃ 

   0.1C

Different Rate Discharge Curve 
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Characteristics Curve Different Temperature Discharge Curve 
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YS12.8-24 (12.8V, 24AH)

 MaxLi Battery LTD.
Address: Room 403, Building 9, Hetang Technology Park, Bantian Street,  Huancheng South Road,Longgang District, Shenzhen, China. 
Tel: +86-755-28711724  ext 803                     
Website:www.maxlibattery.com    E-mail:vivi.cao@maxlibattery.com


