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OGi BLOCK BATTERIES
ARE ROBUST VENTED LEAD-
ACID BATTERIES DESIGNED FOR
INDUSTRIAL APPLICATIONS
IN POWER SUPPLY WITH HIGH
SAFETY REQUIREMENTS.

OCGi block batteries can be used
for both long duration discharge (10
hours) and short duration discharge
(few minutes). The main areas of
application are DC power supply systems

in power stations, UPS systems,
industrial systems and emergency
power supply systems. They can also
be used for engine starting and PV
power systems.

Uf V/cell IEC 896-1 Dimensions (mm) Weight (kg)
Discharging (h) Ri (m0) Isc (kA) L W H

CELL TYPE

12V 1 0Gi 25 29,0 25,5 22,5 16,8 14,3 9,2 6,7 16,79 0,72 272 205 392 22,0 33,0
12V 2 0Gi 50 55,0 49,5 44,7 32,8 28,0 18,0 13,1 8,81 141 272 205 392 30,1 41,0
12V 3 0Gi 75 80,0 74,5 67,5 49,6 42,2 27,3 19,8 5,94 2,11 272 205 392 38,2 49,0
12V 4 0Gi100 105,0 98,5 89,4 65,7 56,1 36,1 26,1 446 2,81 272 205 392 47,3 58,0
12V50Gi125 135,0 123,0 11,3 81,6 69,0 44,3 31,7 3,57 3,52 380 205 392 62,3 78,0
12V60Gi150 1650 148,5 133,8 98,2 82,5 52,7 371 2,97 4,22 380 205 392 70,5 86,0
6V 7 0Gi 175 187,2 167,3 151,3 110,7 91,2 56,9 39,6 1,27 4,93 272 205 392 37,7 49,0
6V 80Gi200 228,0 197,5 178,8 130,0 108,0 67,3 46,8 M 5,63 272 205 392 41,9 53,0

6V90Gi225 2540 2215  200,7 145,8 121,5 75,5 52,6 0,99 6,36 380 205 392 51,6 68,0
6V 10 0Gi 250 270,0 2470 2235 161,7 133,0 80,5 55,3 0,89 7,04 380 205 392 55,7 72,0
6V110Gi275 304,0 2715 245 1776 146,0 88,5 60,7 0,81 7,78 380 205 392 58,8 75,0
6V120Gi300 320,0 2960 2682 1944 159,5 96,5 66,3 0,74 8,44 380 205 392 63,0 79,0
2V 3 0Gi 75 80,0 74,5 67,5 49,6 42,2 27,3 19,8 0,99 211 103 206 420 9,1 13,8

2V40Gi100 1050 98,5 89,4 65,7 56,1 36,1 26,1 0,74 2,81 103 206 420 10,0 14,5
2V 5 0Gi 125 135,0 123,0 11,3 81,6 69,0 44,3 31,7 0,60 3,52 103 206 420 10,9 15,2
2V60Gi150 1650 148,5 133,8 98,2 82,5 52,7 371 0,50 4,22 103 206 420 11,8 15,9

2V 7 0Gi 175 187,2 167,3 151,3 110,7 91,2 56,9 39,6 0,42 4,93 103 206 420 12,6 16,5
2V80Gi200 2280 197,5 178,8 130,0 108,0 67,3 46,8 0,37 5,63 103 206 420 13,4 171
2V90Gi225 2540 2215  200,7 145,8 121,5 75,5 52,6 0,33 6,36 103 206 420 14,2 17,7

2V 10 0Gi 250 270,0 2470  223,5 161,7 133,0 80,5 55,3 0,30 7,04 126 206 420 14,3 20,5
2V110Gi275 304,0 271,5 245, 177,6 146,0 88,5 60,7 0,27 7,78 145 206 420 16,1 23,3
2V120Gi300 320,0 2960 2682 1944 159,5 96,5 66,3 0,25 8,44 145 206 420 17,5 24,5

2V240Gi600 6840 5925 5364 390,0 3240 201,9 1404 013 16,42 205 272 392 41,9 53,0
2V 30 0Gi 750 810,0 7410 670,5 4851 399,0 241,5 165,9 01 21,89 205 380 392 55,7 72,0
2V360Gi900 960,0 8880 8046 5832 4785 2895 198,9 0,08 24,63 205 380 392 63,0 79,0



