Your supplier

ki

LINC BASE-LITHIUM IRON PHOSPHATE BATTERY

GACELL

The right battery

GACELL A/S - Sletten 17 - 7500 Holstebro - DK
+45 96102 961 - www.gacell-power.dk

SPECIFICATIONS
Model No. PRLR-10
Length 151mm
Dimensions Width 100mm PRLRT,I,E
LITHIUM IRON P“Uspl_*ﬁcrfn[::;y;
HEIght 104mm Replacement 107 1245‘:;:5:
Weight About 1.5kg o LITHIUM
CHARACTERISTICS
Nominal Voltage 12.8v PRLR-10
Nominal Capacity 10Ah DRAWINGS
Nominal Energy 128Wh
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Charge Voltage 14.4v
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Discharge Cut-off Voltage 8V g =
Standard Charge Current 2A
Max. Charge Current 10A —L
Standard Discharge Current 2A F2 terminal
Max. Discharge Current 10A - F-:?_/cnj : ;
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Charge 0°C ~ +45°C ™~ ‘ S
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Note: Maximum 4 batterries in series (total voltage 12V-48V) :.T ; 1
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Charge Characteristic Curve Temperature vs.Capacity
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Poweroad (Xiamen) Renewable Energy Technology Co., Lid.

@ Office: 7/F Haiyun Building, No. 16, Haishan Road, Xiamen, Fujian, China, 361013
@ Factory: Rongyuan Industrial Park, No. 8, Xiayang Road. Haicang District,
Xiamen, Fujian, China, 361028

+86 592 5558102
sales@poweroad.com
@ www.poweroad.com

POWEROAD reserves the right to
modify the specifications and features
without prior notice.
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